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1507.1 Materials 1 

…. 2 

 3 
1507.7.1 [For DSA/SS, OSHPD 1, 2 & 4] Clay or concrete 4 
tile. Tile of clay or concrete shall comply with UBC Standard 5 
15-5. 6 
 7 

Clay or concrete tile shall be installed in accordance with 8 
Tables 15-D-1 and 15-D-2, and as described herein. 9 
 10 

On wood roofs or roofs of other material to which wood strips 11 
are secured, every cover or top tile when fastened with nails shall 12 
be nailed directly into 1-1/4 inches (32 mm) sound grain soft wood 13 
strips of sufficient height to support the tile. Pan or bottom tiles 14 
shall be nailed directly to the roof sheathing or to wood strips. 15 
Wood strips shall be secured to the roof by nails spaced not over 16 
12 inches (305 mm) apart. 17 
 18 
On concrete roofs, wires shall be secured in place by wire loops 19 
embedded into the concrete not less than 2 inches (51 mm). The 20 
wire loops shall be spaced not more than 36 inches (914 mm) on 21 
center parallel to the eaves, and spaced vertically to allow for the 22 
minimum 3 inches (76 mm) lapping of the tile. 23 
 24 
Where continuous ties of twisted wire, interlocking wires or 25 
metal strips extending from the ridge to eave are used to attach 26 
tile, the ties shall be attached to the roof construction at the ridge, 27 
eave, and at intervals not exceeding 10 feet 0 inch (3048 mm) on 28 
center. The ties within 2 feet 0 inch (610 mm) of the rake shall be 29 
attached at intervals of 5 feet 0 inch (1524 mm). Attachment for 30 
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continuous ties shall be nails, screws, staples or approved clips of 31 
the same material as the ties and shall not be subjected to with- 32 
drawal forces. Attachments for continuous ties shall have an al- 33 
lowable working stress shear resistance of not less than twice the 34 
dead weight of the tile tributary to the attachment, but not less than 35 
300 pounds (136 kg). 36 

 37 
Tile with projecting anchor lugs at the bottom of the tiles shall 38 

be held in position by means of 1-inch by 2-inch (25mmby 51mm) 39 
wood stripping nailed to the roof sheathing over the underlay. 40 
 41 

Tile roofs shall have an underlayment of not less than two layers 42 
of Type 15 felt or one layer of Type 30 felt. 43 

 44 
Clay or concrete tile on roofs with slopes exceeding 24 units 45 

vertical in 12 units horizontal (200% slope) shall be attached as 46 
required for veneer in Chapter 14A. 47 
 


