
 

 

 

DSA Structural Amendments under review are highlighted in GRAY 

 Template 17-04  

2001 CBC - Chapter 17A 
STRUCTURAL TESTS AND INSPECTIONS 

 
 
 

 
1701A.5 Types of Work Requiring Constant Presence of the 1 
Project or Special Inspector. The types ofwork listed below shall 2 
require constant presence and inspection (see Title 24, Part 1, Sec- 3 
tion 4-342) [For OSHPD 1 and 4: see Title 24, Part 1, Section 4 
7-145] by the project or special inspector. A special inspector is 5 
needed when stated. 6 

 7 
1. Concrete. During the taking of test specimens and placing of 8 

reinforced concrete. See Item 12 for shotcrete. See Chapter 19A, 9 
Division IX, Section 1929A for additional requirements. 10 

 11 
2. Bolts installed in concrete. Prior to and during the place- 12 

ment of concrete around bolts. 13 
 14 
3. Special moment-resisting concrete frame. For moment 15 

frames resisting design seismic load in structures * * *, the proj- 16 
ect or special inspector * * *  shall provide constant inspection 17 
of the placement of the reinforcement and concrete. See Chapter 18 
19A, Division IX, Section 1929A for additional requirements. 19 

 20 
4. Reinforcing steel and prestressing steel tendons. Special 21 

inspector required. 22 
 23 
4.1 During all stressing and grouting of tendons in pre- 24 
 stressed concrete. 25 
 26 
4.2 [For DSA/SS] During placing of  * * *  prestressing 27 

 tendons * * * . 28 
 29 
EXCEPTION: The special inspector need not be present constant- 30 

ly during placing of * * * prestressing tendons, provided the special 31 
inspector has inspected for conformance to the approved plans prior to 32 
the closing of forms or the delivery of concrete to the jobsite. SeeChap- 33 
ter 19A, Division IX, Section 1929A for additional requirements. 34 
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