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TABLE 25A-E—GYPSUM PLASTER PROPORTIONST

MAKIMUM VOLUME AGGREGATE FER 100 FOUNDS (424 kg) NEAT FLASTERSY
[cubic feet)
® D028 lor m?
HUKBER COAT FLASTER BASE OF LATH amp Loose Sandd Pedite or Vermasulite?
1. Teo-coat work: Baze coat Oypsum lath 21/ 2
Baze coat Masomoy 3 3
Furst coat Laih 23 2
2. Three-coat wrork Second coat Lath 33 26
First and s=cond coats Masoroy 3 3

“Waod-fbered gypsum plaster may be mixed in the proportions of 100 pounds (45.4 kg) of gypaum to not more than 1 cubic foot (0.028 uE:-ci zand where applied

On mMASONTY of concrete, GYPEWN plasters shall conform with ihe provisions of ASTM O 28 .
*For fire-resiztive construction, see Tables 7-A, 7-E and 7-C.
*When determining the amount of aggregate in set plaster, a tolerance of 10 peocent shall be allowsd.
*Combinations of sand a:r!.d. '.l.gl'.!?.':i.gh‘. aggregate may be '.med._, prowided the wolume and weight relstionship of the combined aggregate to gypsum plaster iz -
maintained. Sand and fghnveight @ggregare shall conform with ASTM © 35 a

“If uzed for both first and second coats, the volume of agaregate may be 2/2 cubic feet (oo m).
Where plaséer &= 1 inch {25 mm) or more in fotal thickness, the proportions for the second coat may be increazed to 3 cubiac fest (0008 m™).



